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RSA-10A
Cutler-Hammer 

AMPGARD medium-voltage motor starters

The CBS ArcSafe RSA-10A allows technicians to remotely turn ON or 
OFF the isolation switch on Cutler-Hammer AMPGARD medium-voltage 
motor starters from a distance stationed outside the arc-flash perimeter. 
The CBS ArcSafe RSA-10A remote switch actuator is compatible with 
all AMPGARD equipment with ratings of 2,300V-15,000V, 250A-800A, 
and 200-8,000hp. These AMPGARD motor starters are primarily used 
in chiller/HVAC, petrochemical, water/waste treatment, and pulp and 
paper applications. The CBS ArcSafe RSA-10A is a safer alternative to 
more expensive solutions such as arc-resistant medium-voltage motor 
starter equipment. 

DESCRIPTION

•	 Remote operation from up to 300 feet away

•	 Lightweight and portable for hard-to-access areas

•	 Simple setup, no equipment modification required

•	 Quick installation and removal from gear 

•	 Adjustable travel and locators to accommodate entire product line

•	 Reduces or eliminates need for arc-flash hazard suits

•	 Eliminates all hazardous manual contact with gear during operation

•	 Designed, manufactured, and assembled in the USA

OVERVIEW

We igh t: 17.5 pounds
Dime nsions: 17.4” x 10.0” x 6.9”

Powe r Consump tion: 100 Watts
Ope ra ting Distance: 25-300 feet

Compatibilit y: All AMPGARD equipment with ratings 
of 2,300V-15,000V, 250A-800A, and 
200-8,000hp

Control/Powe r Source: CBS ArcSafe RSO-I control console

SPECIFICATIONS

For more information about Group CBS  
and its affiliate companies, visit www.GroupCBS.com.


